SOLENOID VALVES

pilot operated, spool type
single/dual solenoid (mono/bistable function)
stainless steel body, NAMUR, 1/4 - 1/2

ASVAO

¥ 551

3/2
5/2

Series

-953

FEATURES
= The monostable spool valves in conformity with IEC 61508 Standard (2010

1%’ ‘exida

AFPROVED

route 2y version) have TUV (551 series) and EXIDA (551-553 series) certified
with integraty levels: SIL 2 for HFT =0/ SIL 3 for HFT =1

* The solenoid operated spool valves have threaded port connections and
"NAMUR" interface

= The same spool valve can be adapted for 3/2 NC or 5/2 functions for conirolling
double-acting and single-acting actuators

= All the exhaust ports of this spool valve are connectable, providing better
environmental protection, particularly recommended for sensitive areas such as
clean rooms, and applications in the pharmaceutical and food processing sectors

* The valve offers environmental protection against the ingress of liquids, dusts or
any other foreign matter (environmentally-protected construction)

¢ Can be externally piloted (external air pilot supply) to convert valve to zero
minimum operation by flipping a gasket

* The solenoid valves satisfy all relevant EC Directives

GENERAL
Differential pressure 2-10,4 bar [1 bar =100 kPa]
Flow (Qv at 6 bar) 1/4 = 700 I/min (ANR)
1/2 = 3000 I/min
fluids (*) temperature range (TS) seal materials (*)

551 :
553

- 40°C to + 80°C

air, inert gas, filtered ~40°C 1o £ 60°C

VMQ (silicone) + PUR (polyurethane)

MATERIALS IN CONTACT WITH FLUID

(*) Ensure that the compatibility of the fluids in contact with the materials is verified
Body, end covers Stainless steel, AISI 316L

Interface plates Glass-filled PA

Spool valve internal parts Stainless steel, POM

Core tube Stainless steel
Core and plugnut Stainless steel
Core spring Stainless steel
Seals & discs NBR
Top disc FPM
Disc holder POM
Cartridge (Low power) Welded, packless AISI 430
Seat Stainless steel
Seat Inseﬂ POM m':::ble 0,5W - 2W avallab!e 0,5W- 11,2
Sfradln_g colil Silver : ‘ Ultra Low ‘ Low Reduced and Basu:
Rider ring (Low power) PTFE (NF/WSNF solenoids only) power power Hedium power
SPECIFICATIONS POWER LEVELS - cold electrical holding values {watt)
operating pressure : : 5
pipe |orifice coef:f?::ent differential (ba_r}__ power RSSO senaing basic
size | size kv max. (PS) level |NEMA ATEX / IECEx —— catalogue
min.® air (*) 78&9 Exd Exe mb|Exmb | Ex ia - number
() | (mm) [ (m3h) [ (Vmin) -~ | = ~/= | EF LPKF NF| - | EM | pv [ws)| - sC
3/2 NC - 5/2 - Solenoid air pilot operated - spring return (monostable)
1/4 6 0,60 10 0/2 10 10 BP - - - ® ® - - ® ++551A409 (!
1/4 6 0,60 10 0/2 10 10 BP L - - - - - - B - +551G409 "
1/4 6 0,60 10 | 0/2 | 10 10 LP - e | ® | . L] o] (o] - @ 4551A309 (!
1/4 ] 0,60 i0 | 0/2 | 10 10 LP (o] - - - - - - - - +551G309
1/2 13 249 | 415 | 0/2 10 10 BP - - L] - L] ® - - ® +553A409 "
1/2 13 | 249 | 415 | 0/2 | 10 10 BP ° - - - - - - - - 4553G409
1/2 13 249 | 415 | 0/2 10 10 LP - L] L] - L] 0 (@] - L] +553A309 "
1/2 13 249 | 15 | 0/2 10 10 LP ®] - - - - - - - - +553G309 "
3/2 NC - 5/2 - Solenoid air pilot operated and return (bistable)
1/4 6 0,60 10 o/2 10 10 BP - - L] - ® ® = ) +551A410
1/4 6 0,60 10 | 0/2 | 10 10 BP ° - - - - - - - - 4+551G410
1/4 6 0,60 i0 | 0/2 | 10 10 LP - e | o | - ° s} (o] i ] #551A310
1/4 6 0,60 10 0/2 10 10 LP o - - - - - - - - +551G310
1/2 13 | 249 | 415 | 0/2 | 10 10 BP “ - e - L] ° w . @ #553A410
1/2 13 249 | 415 | 0/2 10 10 BP L] - - - - - - - - +553G410
1/2 13 249 | 415 | 0/2 10 10 LP - ® L] - L] O ] - ] +553A310
1/2 13 249 | 415 | 0/2 10 10 LP 0 - - - - - - - - +553G310
< Select 8 for NPT ANSI 1.20.3 or select G for ISO G (228/1) @ Available feature O Available feature in DC only

0 Certified IEC 61508 Functional Safety data, use suffix "SL".
2 Zero minimum is only achieved if external pressure is applied
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ASVAO

SERIES 551-553

PREFIXTABLE
prefix d L power level
11213lal5l6]7 escription LpIRPIMPIBP
E|F Explosionproof - NEMA 7, 9 - Zinc plated steel conduit Qf-|-|e
E(V Explosionproof - NEMA 7, 9 - 316 SS conduit Of-|-|e
E|M Waterproof IP67 - Metal enclosure (EN/IEC 60079-7+18, 61241-1) e -|-|®
EIT Threaded conduit/hole (M20 x 1,5) ® | -|-|®
L|IP|K|F Flameproof - Aluminium (EN/EC 60079-1, 60079-31)" e | - |- |-
N|F Flameproof - Aluminium (EN/IEC 60079-1, 80079-31)* e - |-|e
PV Encapsulated epoxy moulded (EN/IEC 60079-18, 61241-18)° Of-]-1]®
sS|C Solenoid with spade plug connector (EN/IEC 60730) e - |-|®
W|P Waterproof IP67 - Metal enclosure o | -|-|0
L|I 1.S. with Aluminium IP67 enclosure (EN/JIEC 80079-11 / 60079-31)* ofl-1-1-
W| s Waterproof IPE7 - 316 S5 enclosure o |-|-|e®
W|S|L|P|K|F Flameproof - 316 SS (ENVIEC 60079-1, 60079-31)" e |- |-|-
W|S|E|M Waterproof IP67 - 316 SS enclosure (EN/IEC 60079-7+18,61241-1)* | @ | - | - | @
W[Ss Ll I.S., 316L SS, IP67 ATEX-IECEx (EN/IEC 60079-11 / 60079-31) of-1-1-
W[S|N|F Flameproof - 316L SS (EN/IEC 60079-1, 60079-31)" e - |-|e
A Threaded conduit (1/2" NPT) e | - |-|@®
H|T Class H - High temperature, +80°C ambient temp. -l-1-1®
X | Other special constructions e -|-|e
SUFFIXTABLE
suffix 4 ot power level
1[2]3]4]5]6]7 REHRE LP|RP|MP[BP
MO Push type manual operator O/e| - | - | ®
S|L Certilied |[EC 61508 Functional Safety data * O/e| - | - | ®

OPTIONS & ACCESSORIES

PRODUCT SELECTION GUIDE
STEP 1

Select the fluid temperature range
and seal material from the general
table on page 7. Select basic
catalogue number, including pipe
thread identification letter. Refer to
the specifications table above.

Example: G551A409

STEP 2

Select prefix (combination). Select
the appropriate operator from the
specifications table on page 1 and
the prefix table on page 2. Select

for this operator in the electrical
characteristics table on page 3; the
power level (LP, BP), the type of
electrical enclosure protection and the
desired temperature class.

Warning: The ambient temperature
range of your application may not
exceed the temperature range of your
operator.

Example: EM

STEP 3
Select suffix (combination) if required.
Example: MO

STEP 4

Select voltage. Refer to standard
voltages on page 9.

Example: 230V / 50Hz

STEP 5

Final catalogue / ordering number.
Example:

EM G551A409MO 230V /50 Hz

ORDERING EXAMPLES:

) pipe stainless steel SC G 551 A 409 230V /50 Hz
series oizp exhaust protector SC G 553 A 409 230V /50 Hz
G NPT (M) SC G 551 A409 SL 230V/50 Hz
551-553 1/8 34600418 ' | 34600482 z SC G 551 A 410 MO 230V/50 Hz
551 1/4 34600419 ' | 34600483 " - SCHT 8 551 A410 MO 230V/50 Hz
553 12 34600479 " | 34600479 " - SC 8 551 A 409 230V /50 Hz
551 M5 - - 34600484 ' WSLPKF G 551 A309 MO 24V/DC
O Available feature in DC only WSLI G 551 A 309 24V/DC
= Not available ) ) EM 8 551 A 409 MO 230V/50 Hz
* ATEX solenoids are also approved according to EN 13463-1 (non electrical valves) EF G 551 G 409 MO 240V /60 Hz
1 Provided with "SL" suffix
@ Mot to use with MO suffix prefix {::)J
pipe thread voltage
basic number @ suffix

2 Prefixes EF and EV should always be used with the letter G in the basic number.
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