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SOLENOID VALVES

direct operated, high flow
balanced poppet
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FEATURES

» Balanced poppet-type solenoid valves recommended for applications with high

flow rates, wide pressures ranges and no minimum operating pressure
= Special execution for low ambient and fluid temperatures

 The

cial rider rings eliminate sticking and provide exceptional service life
valves are certified according to IEC 61508 Functional Safety data and have

SIL-4 capatibility (TUV approval) and SIL-3 capability (EXIDA approval)

* Manual Operators are optional including an under pressure removable type

* The solenoid valves satisfy all relevant EC direclives

GENERAL
Differential pressure
Maximum viscosity
Response time

0 - 10 bar [1 bar =100 kPa]
65 cSt (mm?/s)
<100 ms

PAN :
1OV ‘ex;da

APPROVED

fluids (*)

temperature range (TS)

seal materials (*)

-20°C to +120°C

FPM (fluoroelastomer)

57 mm| air, inert gas, water, cil -40°C to +40°C VMQ (silicone) c €
-50°C to +60°C (F)VMQ ((fluoro)silicone)
-25°C to +60°C NBR (nitrile)

12 mm air, inert gas -10°C to +90°C FPM (fluoroelastomer)

-50°C to +60°C

(FIVMAQ ((fluoro)silicone)

MATERIALS IN CONTACT WITH FLUID
(*) Ensure that the compatibility of the fluids in contact with the materials is verified

Body

Stem, core tube
Core and plugnut
Springs

Seals & poppets

Rider ring
ELECTRICAL CHARACTERISTICS
Coil insulation class
Connector

Connector sPectﬂcatlon

Electrical sa
Electrical enclosure protection

ety

Standard voltages

(Other voltages and 80 Hz on request)

Brass or stainless steel AlSI 316L

Stainless steel
Stainless steel
Stainless steel

@ 5,7 mm: FPM or VMQ or (F)VMQ
@ 12 mm: NBR or FPM or (F)VMQ

PTFE

H (@5,7 mm) or F (@12 mm)

Spade plug (cable & 6-10 mm)

ISO 4400 / EN 175301-803, form A

IEC 335
Moulded IP65 (EN 60529)
DC (=) : 24V - 48V

AC (~) : 24V - 48V - 115V - 230V@ /50 Hz

, 0

\ l|=‘I

power ratings operator
prefix [ imush [ holding | hoeold | AoeR Teplconantel —
option -~ - = range (TS) ~
VA) | (VA | W) | W) (©) 230 V/50 Hz| 24V DC
10 10 10 | 9/11,2 -40 to +55 123664-017 | 400425-142| 01 12 mm orifice
sc 3,7 3,7 37 (32/36 -40 to +55 ® 400923-042| 02
10 10 10 9/10 -40 to +60 400924-197 [ 400923-342 | 02
141 | 141 | 141 | 11/14 -40 to +90 400924-697 [ 400923-642 | 02
) Refer to the dimensional drawings on the following page.
# 3,7 W: Limited to max. 115V / 50 Hz / Replacement coil 115 V/50 Hz: 400924-098
SPECIFICATIONS
operating pressure tal ClPliOI'IS
pipe | orifice | e:flfolxent differential (bar) power coil c::mat?;e €| g
size | size Ky max. (PS) (w) 25| £
min. air (=) water(*) brass stainless steel '§ § % §-
G | (mm) [ (m¥h) [ (Vmin) =~ | = - [ = [ -T-= ~I= ~I= BE|E8
U - Universal, FPM seals and poppets
10 | 11,2 | SCG327B001 SCG327B002 MS@MO| - | -
1/4 a7 |48 | TA 0 " W 10 W 37 | 36 | scG3z27B101 SCG327B102 Ms® MO| - | -
12 1,5 25 0 10 10 - - 14,1 14 SCG327A649 SCG327A650 MS®|MO| - | -
1/2 12 1.5 25 0 10 10 - - 14,1 14 SCG327A609 SCG327A610 MS®|MO| - | -
U - Universal, NBR seals and poppets
1/4 SCG327A647 SCG327A648 MS®|MO| - | -
1/2 = 18| 9 o i A i i 10| 19 "scaazzaso7 SCG327A608  |MS®|MO| - | -
U - Universal, VMQ seals and poppets
1/4 | 57 | 045 ] 75 | 0 | 10 | 10 10 | 10 | 10 [ 11,2 | SCG327B011 | SCG327B012  |MS®|MO| - | -
U - Universal, (F)VMQ seals and poppets
1/4 57 0,45 7,5 0 10 10 10 10 3,7 3,6 SCG327B111 SCG327B112 MS®|MO| - | -
12 1,5 25 0 10 10 - - 10 10 | SCG327A645 SCG327A646 Ms® MO| - | -
1/2 12 1,5 25 0 10 10 - - 10 10 SCG327A605 SCG327A606 MS®|MO| - | -

# Functional Safety certification is no

applicable with this feature.

Systems for the Process Industry= at: www.asconumatics.eu

# Under pressure removable execution (Consult our catalogue «Pilot Valves and




